ARDEX TPO
Coated Metal
For use with ARDEX TPO installations
Can be shaped to suit any roof termination
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ARDEX TPO Coated Metal
DESCRIPTION

GUARANTEE

ARDEX TPO Coated Metal is made from a flexible non-reinforced
thermoplastic polyolefin membrane factory laminated to hot-dipped
galvanized steel. ARDEX TPO Coated Metal can function as a
flashing component for the ARDEX TPO System.

ARDEX Australia Pty Ltd (“we” or “us”) guarantees this product
(“our goods”) is free from manufacturing defects and will perform
to any applicable specification published by us for 10 years from
the date of purchase. Our liability under this guarantee is limited
at our option to replacement of the product, repair of any damage
to the immediate surface or area of application of the product,
or compensation, in each case if we are satisfied loss or damage
was due to a breach of this guarantee.

APPLICATION
1. 	Install ARDEX TPO Coated Metal with 3 to 6mm between
adjoining sections.
2. 	Install 50mm wide duct tape over joints in ARDEX TPO
Coated Metal.
3. 	Heat weld a 150mm wide piece of ARDEX TPO
Unsupported Flashing over the joint.
4. 	All welds to ARDEX TPO Coated Metal must be at least
40mm wide.

STORAGE
Store material in original unopened packaging in a dry area away
from sources of physical damage or chemical contamination.

COMPLIANCE
Post Consumer Recycled Content:
Pre Consumer Recycled Content:

22%
6%

PACKAGING
Sheets:
Weight:
Dimensions:

DISCLAIMER

10 x sheets per pallet
300kg per pallet
1.22m x 3.05m

PROPERTIES
TPO Coating:

This guarantee does not apply if damage or loss is due to failure
to follow published instructions or any act or circumstance beyond
our control, including shade variations and efflorescence. If you
wish to make a claim under this guarantee you must notify us
(ARDEX Australia Pty Ltd, 20 Powers Road Seven Hills NSW 2147;
Toll Free: 1800 224 070; Email: techinfo@ardexaustralia.com) and
provide evidence of your purchase of the product within 30 days
of any alleged loss or damage occurring. We reserve the right to
ask you for satisfactory evidence of any alleged loss or damage.
Any claim under this guarantee is at your cost. This guarantee is
in addition to any rights or remedies you may have as a “consumer”
under the Australian Consumer Law and to that extent you need to
be aware that: “Our goods come with guarantees that cannot be
excluded under the Australian Consumer Law. You are entitled to
a replacement or refund for a major failure and for compensation
for any other reasonably foreseeable loss of damage. You are
also entitled to have the goods repaired or replaced if the goods
fail to be of acceptable quality and the failure does not amount
to a major failure”.

White (0.76mm)
		24 Gauge G-90 hot dipped galvanised steel
(0.58mm)

The technical details, recommendations and other information contained in this data
sheet are given in good faith and represent best of our knowledge and experience at
the time of printing. It is your responsibility to ensure that our products are used and
handled correctly and in accordance with any applicable Australian Standard, our
instructions and recommendations are only for the uses they are intended. We also
reserve the right to update information without prior notice to you to reflect our ongoing
research and development program. Country specific recommendations, depending on
local standards, codes of practice building regulations or industry guidelines may affect
specific installation recommendations.
The supply of our products and services is also subject to certain terms, warranties and
exclusions, which may have already been disclosed to you in prior dealings or are otherwise
available to you on request. You should make yourself familiar with them. © ARDEX Australia
Pty Ltd 2013. All aforementioned products are the trade marks of ARDEX Australia Pty Ltd,
its licensors and affiliates.
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